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Maintenance & Calibration Diluter & Dispenser 
Microlab 1000, 500 and 600 series 
 
 
Regular maintenance: 
- increases the lifespan 
- reduces the risk of spontaneous failure 
- ensures reliable results 
 
Service Scope of services 
Maintenance 
P/N 014Wartung 
 
Any repairs and 
spare parts will be charged 
separately! 
 
Maintenance of devices from 
other manufacturers is available 
on request. 

- Cleaning the equipment space 
- Visual inspection of mechanical, fluidic and electronic components 
- Checking the supply voltages 
- Functional test of the mechanical components 
- Re-tensioning the timing belt & lubricating the moving parts 
- Replacement of wearing parts on request 
   (syringes, valves, hoses); these are charged separately 
- Functional test of the entire system 
- Detailed maintenance log 

Calibration 
According to 
DIN EN ISO8655-4:2002-12 
P/N 014Kalibrierung 

- Gravimetric verification of dosing volumes 
- Use of tested measuring instruments 
- Testing three different volumes 
- 10 measuring points per volume 
- Statistical evaluation of the results 
- Calibration protocol 

Calibration ≤100 μL 
P/N 014Kalibrierung-KV 
 

- Surcharge for the calibration of small syringes ≤100 μL 

Fan upgrade 
only for Microlab 500 devices 
P/N 014999-4 

Air for cooling is normally drawn in through the openings on the front of the 
device and blown out through the rear fan. This causes contaminated 
ambient air to enter the device. Dust sticks to the drive spindles and causes 
blockages. Corrosive fumes cause the device to rust from the inside. 
During the upgrade, the existing fan is replaced by a noise-reduced model 
with a dust filter and activated carbon mat (replaceable). The fan blows into 
the device. 
This means that only pre-cleaned air enters the housing. 

 


